STREET NOTES

REQUIRED NOTES ON ALL PLANS

ALL STREET TRENCHING REPAIR IN PUBLIC R/W REQUIRES USE OF A.C. HOTMIX, UNDER DIRECTION OF CITY INSPECTOR AND PER STD. 215

STREET TREES ARE REQUIRED AND SHALL BE PLANTED BY THE DEVELOPER. SELECTION WILL BE MADE FROM THE CITY'S APPROVED MASTER STREET TREE LIST AND APPROVED BY THE CITY'S PARKS DIVISION. PLANTING SHALL BE DONE IN ACCORDANCE WITH THE CITY "STANDARDS AND SPECIFICATIONS FOR PLANTING PARKWAY TREES". TREE PLANTING LOCATION SHALL BE MARKED BY CITY PARKS DIVISION URBAN FORESTRY SECTION PERSONNEL; CONTACT 707-543-3422. COPIES OF THE MASTER STREET TREE LIST AND THE STANDARDS ARE AVAILABLE AT THE PARKS DIVISION OFFICE, 707-543-3770. THE DEVELOPER SHALL PROVIDE A PERMANENT IRRIGATION SYSTEM TO STREET TREES.
STREET NOTES

PROJECT SPECIFIC REQUIRED NOTES

PROJECT GEOTECHNICAL ENGINEER SHALL REVIEW THE EXISTING STRUCTURAL SECTION DURING CONSTRUCTION AND SHALL CLEAR EXISTING SECTION WITH CITY OF SANTA ROSA PUBLIC WORKS DEPARTMENT MATERIALS LAB. IF STRUCTURAL SECTION IS NOT ADEQUATE THE ROADWAY SHALL BE RECONSTRUCTED TO CENTERLINE ALONG PROJECT FRONTAGE.

EXPANSION INDEX (EI) OF 21-50 IS LOW, AND 51-90 IS MEDIUM. SUBGRADE SHALL BE TESTED BY THE SOILS ENGINEER AND ALL AREAS WITH EI OF 51 OR GREATER WILL BE PROTECTED BY A MOISTURE BARRIER (SEE DETAIL) OR RECEIVE A SUBEXCAVATION AND BACKFILL OF MATERIAL BELOW EI 51 CONTACT CITY MATERIALS LAB PRIOR TO SAMPLING. PROVIDE SUBGRADE CERTIFICATION FOR EI TO CITY MATERIAL LAB.