Fountaingrove Parkway

Summary of Recommendations

City of Santa Rosa
Public Works Department
Traffic Engineering Division

June 5, 2008
Fountaingrove Parkway
Summary of Recommendations

4.47 Miles
19,000 vpd
14,000 vpd
23,000 vpd

11,000 vpd
4.47 Miles
17,000 vpd
Background

- Road Safety Audit (RSA)
  - Completed May 2005
- Traffic Engineering Technical Assistance Program (TETAP) Study
  - Completed September 2007
- Staff Review
- Fire Department Review
- Road Safety Audit

Press Democrat  
July 1, 2005

49 Recommendations  
Placed into 16 groups
Fountaingrove Parkway
Summary of Recommendations

- Road Safety Audit

Fountaingrove Parkway Total Collisions

- Round Barn Signal
  January 2001

- Altruria Signal
  June 2001

- Fir Ridge Signal
  December 2002

- Parkway Open
  April 1997

- 248 Collisions

Road Safety Audit Status Update

1. Changes to Signs and Markings.

Mendocino Avenue
Road Safety Audit Status Update

1. Changes to Signs and Markings. **Complete**
### Road Safety Audit Status Update

2. Install Radar Feedback Signs, 4 locations. Complete
• Road Safety Audit Status Update

3. Install Traffic Signal at Rincon Ridge Drive. Complete
Fountaingrove Parkway
Summary of Recommendations

- Road Safety Audit Status Update

4. Extend Left-turn Lane at Mendocino Avenue. On hold
Fountaingrove Parkway
Summary of Recommendations

- Road Safety Audit Status Update

5. Replace Signal Ahead Sign with Prepare to Stop Sign, Agilent Driveway
Complete
6. Install Prepare to Stop Sign on Approach to Brush Creek Road.
Complete